
Elma Antimag
Watch servicing unit

Demagnetizer

Electronic demagnetizer for watches* and precision tools. Very easy handling: operation by only one operating key. 

The accuracy of a watch is influenced by magnetism. After servicing and cleaning a mechanic watchwork ought to 
be demagnetized either when still disassembled or after reassembly. The balance coils, in particular those in older 
watchworks can magnetize over a prolonged period of time. Harmonious vibrating of the coil is no longer possible. 
The watch can no longer work accurately.

Even tools may present a source of magnetism and ought to be demagnetized before use on a watchwork.

By pressing just one key, Elma Antimag demagnetizes within milliseconds complete watches*, disassembled watch-
work parts, casings and tools. 

Small pieces can be put inside a plastic bag which is then placed on the demagnetizing area of the Antimag. This 
ensures that no pieces can be lost. 

*Note: Electronic crystal watches must not be demagnetized.
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Technical Data
Mains voltage (Vac) 100-120 V or 220-240 V

Mains frequency (Hz) 50 / 60

Unit outer dimensions W / D / H (mm) 160 / 130 / 60

Weight  (kg) 1,0

product profile 
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Änderungen, Verfügbarkeit und Preise der Produkte vorbehalten. Es gelten unsere Allgemeinen Geschäftsbedingungen, u.  a. nachzu lesen unter www.beco-professionals.com. Bitte informieren Sie uns, wenn Sie unsere Werbung nicht mehr erhalten möchten.
Technical changes as well as changes in production and prices are subject to our approval. For our terms of delivery and payment please go to www.beco-professionals.com. Please let us know if you don’t want to receive our promotion anymore.

Sitz der Gesellschaft/Reg. office: D-21500 Geesthacht · Amtsgericht/Register Court: Lübeck HRB 314 GE · Geschäftsführer/Managing Directors: Jürgen Birkenstock, Marek Birkenstock · USt.Id.Nr./ VAT-Number: DE 135283788 · ILN 40 22739 00000 3 · WEEE.Reg.Nr.: DE12990100
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